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Table 1
Ammonia Content of Approved Long-Term Fire Retardants

Mixed Retardant Liquid/Fluid Concentrate Dry Powder
Retardant Specific Weight Ammonia

Content
Specific Weight Ammonia

Content
Ammonia
Content

(pounds/gallon) (pounds/gallon) (pounds/gallon) (pounds/gallon) (pounds/pound)

D75-R 8.91 0.239 0.214
D75-F 8.91 0.239 0.213

259-F 8.90 0.249 0.233

G75-F 8.85 0.230 0.217
G75-W 8.85 0.232 0.220

GTS-R 9.07 0.354 0.235
300-F 9.12 0.356 0.222

HV-R 3.6 8.93 0.248 10.58 1.121
HV-F 3.6 8.93 0.248 10.58 1.121

MV-R 3.6 8.93 0.248 10.58 1.121
MV-F 3.6 8.93 0.248 10.58 1.113

LV-R 3.6 8.93 0.247 10.58 1.121

HV-R 3.1 8.93 0.248 10.47 1.020
HV-F 3.1 8.93 0.248 10.47 1.017

LCA-R 9.12 0.245 12.10 1.453
LCA-F 9.07 0.246 11.94 1.447

LCG-R 9.13 0.257 12.25 1.479
LCG-F 9.12 0.257 12.10 1.466

LCM-R 9.19 0.256 12.14 1.333
LCM-F 9.13 0.255 11.92 1.315

LCP-R 9.22 0.257 12.08 1.327
LCP-F 9.20 0.257 11.93 1.316


